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NEW WEAPON INSPECTION
I. General

To determine whether the weapon and other basic issue items have been properly prepared for service by the supplying organization, and to be sure they are in functional condition, the following service is recommended.

New Weapon Service Check List

STEP


ACTION

1. 

Check to determine that all basic issue items have been furnished.

2.

Clear weapon.

3.

Open receivers.

4.

Remove bolt carrier assembly from weapon.

5.

Visually inspect bolt carrier assembly for proper assembly, damaged or missing parts.

6.

Clean and lubricate (SEE BELOW).

NOTE:
Wipe excess oil from barrel bore and chamber. Particular attention should be given to cleaning the bolt carrier key and care should be taken to avoid damaging or bending it.

7.

Check for free movement between bolt carrier key and gas tube as follows:

Remove bolt from bolt carrier, install bolt carrier (without bolt) in upper receiver and push it fully forward. Holding hand over rear of upper receiver, point muzzle vertically upward. Bolt carrier should fall back out of the upper receiver. If it does not, bolt carrier key and gas tube may be dirty, misaligned, or damaged. Repair or replace as necessary. 

8. 

Reassemble the bolt to the bolt carrier and reassemble the weapon.

9.

Assure proper operation of weapon by carrying out a SAFETY CHECK.

NEW WEAPON SAFETY CHECK
I. General

A complete functional check of M16A2 weapons consists of checking their operation with the fire control selector in the SAFE, SEMI and AUTO positions. The following is a rapid, complete check. Any portion of the check may be used separately to determine the operational condition of any specific selector position. The functional check should always be done after cleaning and assembling the weapon.

STEP


ACTION



1.

Remove magazine and clear chamber to ensure rifle is not loaded.

CHECKING SAFETY

2.

Pull charging handle to rear and release it.

3. 

Set fire control selector to SAFE.

4. 

Pull trigger. You should hear nothing as hammer should not fall. Release trigger.

CHECKING SEMI

5. 

Set fire control selector to SEMI.

6. 

Pull charging handle to rear and release it.

7. 

Pull trigger. You should hear a loud click as the hammer falls. Keep trigger pulled.

8. 
Pull charging handle to rear and release it while keeping trigger pulled. Hammer should not fall but be held by disconnect.

9.
Release trigger. You should hear a light click as hammer is released from the disconnect and drops part way to engage with the trigger.

10.

Pull trigger. You should hear a loud click as hammer falls.

CHECKING MAGAZINE CATCH AND BOLT CATCH

11. 

Install an empty magazine and check that it is locked in place by the magazine catch.

12. 

With empty magazine installed, set fire control selector to SEMI.

13.
Pull charging handle fully back and then push it forward into locked position. Bolt carrier assembly should be held to the rear by the bolt catch.

14.

KEEP FINGERS CLEAR OF EJECTION PORT.

Push top of bolt catch to release bolt carrier assembly which will slam forward into the locked position. Release top of bolt catch.

15. 

Set fire control selector on SAFE.

16. 

Close ejection port cover.

NEW WEAPON LUBRICATION
I. General

The following lubrication procedure should be performed before the weapon is used. Semi-fluid Lubricating Oil (LSA), MIL-L-46000 or equivalent is recommended.

APPLICATION AREAS

STEP


ACTION
1.
Coat all components of the lower receiver and the bolt carrier group with a light coating of LSA oil using a lightly oiled cotton wiping cloth, cleaning swabs, and pipe cleaners.

2.
Apply a drop of LSA oil in the mouth of the bolt carrier key.
3.
Apply a drop of LSA oil in each of the bolt carrier exhaust ports. Move bolt back and forth in the carrier until the oils runs inside the carrier.

4. 
Apply a drop of LSA oil to each detent of the front and rear sights and takedown and pivot pins.
